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at least one complete change of air in
the compartments.

(e) The area of the ducts shall be
such as to limit the air velocity to a
maximum of 2,000 feet per minute.
Ducts may be of any shape: Provided,
That in no case shall one cross section
dimension exceed twice the other.

(f) At least two inlet ducts shall be
located at one end of the compartment
and they shall extend to the lowest
part of the compartment or bilge on
each side. Similar exhaust ducts shall
be led to the mechanical exhaust sys-
tem from the lowest part of the com-
partment or bilge on each side of the
compartment at the end opposite from
that at which the inlet ducts are fitted.
These ducts shall be so installed that
ordinary collection of water in the
bilge will not close off the ducts.

(g) All ducts shall be of steel con-
struction and reasonably gastight from
end to end. The ducts shall lead as di-
rect as possible and be properly fas-
tened and supported.

(h) All supply ducts shall be provided
with cowls or scoops having a free area
not less than twice the required duct
area. When the cowls or scoops are
screened, the mouth area shall be in-
creased to compensate for the area of
the screen wire. Dampers shall not be
fitted in the supply ducts. Cowls or
scoops shall be kept open at all times
except when the stress of weather is
such as to endanger the vessel if the
openings are not temporarily closed.
Supply and exhaust openings shall not
be located where the natural flow of air
is unduly obstructed, or adjacent to
possible sources of vapor ignition, nor
shall they be so located that exhaust
air may be taken into the supply vents.

(i) Provision shall be made for clos-
ing all cowls or scoops when the fixed
carbon dioxide system is operated.

§ 190.15–10 Ventilation for closed
spaces.

(a) All enclosed spaces within the
vessel shall be properly vented or ven-
tilated. Means shall be provided to
close off all vents and ventilators.

(b) Means shall be provided for stop-
ping all fans in ventilation systems
serving the chemical laboratories, sci-
entific laboratories, chemical store-
rooms, and machinery spaces and for

closing all doorways, ventilators, and
annular spaces around funnels and
other openings to such spaces, from
outside these spaces, in case of fire.

(c) See §§ 194.15–5 and 194.20–5 of this
subchapter for ventilation of chemical
laboratories, scientific laboratories,
and storerooms.

§ 190.15–15 Ventilation for living
spaces and quarters.

(a) All living spaces shall be ade-
quately ventilated in a manner suit-
able to the purpose of the space.

(b) All spaces used as quarters for
crewmembers and scientific personnel
shall be ventilated by a mechanical
system unless it can be shown that a
natural system will provide adequate
ventilation. By a natural system is
meant those spaces so located that the
windows, ports, skylights, etc., and
doors to passageways can be kept open
and thereby provide adequate ventila-
tion under all ordinary conditions of
weather.

§ 190.15–90 Vessels contracted for
prior to March 1, 1968.

(a) Existing arrangements previously
approved will be considered satisfac-
tory so long as they are maintained in
good condition to the satisfaction of
the Officer in Charge, Marine Inspec-
tion. Minor repairs and alterations
may be made to the same standards as
the original design: Provided, That in
no case will a greater departure from
the standards of §§ 190.15–5 through
190.15–15 be permitted than presently
exists.

Subpart 190.20—Accomodations
for Officers, Crew, and Sci-
entific Personnel
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§ 190.20–1 Application.

(a) Except as noted below, the provi-
sions of this subpart apply to all ves-
sels contracted for on or after March 1,
1968.

(b) Vessels contracted for prior to
March 1, 1968, must meet the require-
ments of § 190.20–90.
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